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• AUSTRALIAN MADE 

• PASSIVE 4X10” SYSTEM 

• FULL RANGE SYSTEM 

• COMPACT HIGH DEFINITION 

• 800W – 4 OHM SYSTEM 

 

 

 

Description 
Australian made premium bass system designed for 
electric bass guitar in the frequency range 38Hz to 
20.0kHz where sound quality matters. The 
AB4X10UFR is a front-loaded vented system. This 
system employs our Australian made Lorantz 
AC257U-B4 loudspeaker specifically designed for 
AB4X10U System   The high frequencies are handled 
by a massive high quality efficient diffraction ring 
tweeter with 45mm voice-coil and titanium 
diaphragm.  Passive crossover combined with level 
control adjusts the desired brightness. We 
recommend each system be driven by a power 
amplifier capable of delivering 800 watts into 4 
ohms.  
The cabinet is constructed in house from selected 
light weight 15mm Radiata pine plywood and 
structurally braced internally. The cabinet is fitted 
with two steel bar handles and protective plastic 
corners.   The cabinet is finished in black DuraTex 
resin paint. The loudspeakers are protected with a 
1.5mm thick heavy-duty black powder-coated 
perforated steel front grille. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

 

 

 

 

 

 

This system employs Australian made loudspeakers 
and Australian made plywood cabinet. 
 

 

AB4X10UFR-4    BASS CABINET                                      800W
                              1000W 
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Physical size 

 
Specifications 
 

Frequency response -10dB 39Hz to 20kHz. 
Sensitivity dBSPL @1W @ 1M. 103 dBSPL 
Max spl    135 dB 
Program Power rating  800wrms  
AES power rating > 37Hz 400Wrms 
*Nominal impedance  4 ohms  
Crossover frequency  3kHz 
Enclosure type   vented 
Horn coverage angle  50 deg  
Gross volume   155 liters 
 Height   595 mm 
 Width   625 mm 
 Depth   418 mm 
System weight   33.6 kg  
 
*System is also available in 8 ohm impedance  
 Specifications subject to change without notice  

 

 

Options 

8-ohm nominal impedance available on request. 
 
 

Connection 
 
Dual Neutrik Speakon NL4 
 

 

 

 

 

 

Excessive Diaphragm Excursion 
  

When used as a subwoofer we recommended 
this system be high passed via a 4rd order 35Hz 
active filter.  If this is not implemented the 
resulting large cone excursions may drastically 
reduce speaker life and result in distorted 
output.  
 
 

 

 
 
 
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

8-2025 

Copyright © Lorantz Audio Services Pty Ltd   
 

AB4X10UFR-4    BASS CABINET          800W
  

http://www.lorantz.com.au/
mailto:info@lorantz.com.au

