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• AUSTRALIAN MADE 
 

• PASSIVE SINGLE 12” SYSTEM 
 

• COMPACT HIGH DEFINITION 
 

• 800W – 8 OHM SYSTEM 
 

 

Description 

Application 
Australian made professional compact 12-inch 
subwoofer designed for permanent and portable 
sound reinforcement applications.  Recommended 
for sound reinforcement applications in the 
frequency range 40Hz to 300Hz where quality 
reproduction at high sound pressure levels is 
required. The AS12P is a front-loaded passive 
vented system. This system employs our high-
performance Australian made Lorantz AC317V-B2s 
driver specifically designed for the AS12V system.  
We recommend each system be driven by a power 
amplifier capable of delivering up to 800 watts into 
8-ohms and the system high-passed as 
recommended.  
The cabinet is constructed from selected 17mm 
Radiata pine plywood.  This material was selected 
for its light weight and rigidity.  The cabinet is fitted 
with a 35mm top hat, two pocket handles and 
rubber feet.    The cabinet is finished in black 
DuraTex resin finish. The loudspeakers are 
protected with a 1.5mm thick heavy-duty black 
powder-coated perforated steel front grille. 

 
 

• Live Sound Reproduction 

• Drum Fill & Side Fill Monitoring 

• Theatre 

• House of Worship 

• Dance Clubs 

• Disco 
 

 

 

 

 
 

 

 

 
 

 

 

 
 

 

 

 

 

This system employs Australian made loudspeakers 

and Australian made plywood cabinet. 
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Technical Data 
 

Front loaded vented cabinet 
System Nominal Impedance   8 ohm 
System minimum impedance  6.5 ohm 
Frequency response -3db    49Hz - 300Hz 
Frequency response -10dB   39Hz – 500Hz. 
*Sensitivity (2.83v at 1m)   95 dB 
#Max spl   127dB 
Power rating 
       AES   400-Watt rms 
       Program power   800W-1600W Peak 
Rec. high-pass frequency   35Hz 
Bass driver   1 x AC317V-B2s-8 
 
* Ground plane measurement at 2.83V at 1 meter. 
# Ground plane measurement at 800W at 1 meter. 
 

* Ground plane sound pressure at 80Hz at 2.83V at 
one meter. 
 

 

 
 
 

Connection 
 
Dual Neutrik Speakon NL4 
 
 
 
 

 
 
 
 
 

 

 

Enclosure Details  
 

 
Enclosure made from 17mm plywood 
 
Height   451 mm 
Width   424 mm 
Depth   512 mm 
System weight  19.5 kg. 
 

  
 
 

 

 

 

 

 

Diaphragm Excursion 
 

To prolong life, avoid driver physical damage and 
maintain quality reproduction at rated power we 
recommend this system is hi-passed electronically 
via a 35Hz-4th order hi-pass filter. We recommend 
processing to control excessive cone excursions 
below 35Hz. 
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